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f = Instrument Output (kHz)

t = temperature (°C);    p = pressure (decibars);    δ = CTcor;    ε = CPcor;

Conductivity (S/m) = (g + h * f
2
+ i * f

3
 + j * f

4
) /10 (1 + δ * t + ε * p)

Residual (Siemens/meter) = instrument conductivity - bath conductivity

Sea-Bird Electronics, Inc.
13431 NE 20th Street, Bellevue, WA 98005-2010 USA

Phone: (+1) 425-643-9866 Fax (+1) 425-643-9954 Email: seabird@seabird.com

SENSOR SERIAL NUMBER: 4003
CALIBRATION DATE: 31-Mar-17

SBE 4 CONDUCTIVITY CALIBRATION DATA
PSS 1978: C(35,15,0) = 4.2914 Siemens/meter

COEFFICIENTS:
g =  -1.00240858e+001
h =   1.50959082e+000
i =  -2.48881418e-003
j =   2.65912952e-004

CPcor = -9.5700e-008 (nominal)
CTcor =  3.2500e-006 (nominal)

BATH TEMP
(° C)

BATH SAL
(PSU)

BATH COND
(S/m)

INSTRUMENT
OUTPUT (kHz)

INSTRUMENT
COND (S/m)

RESIDUAL
(S/m)

0.0000
-1.0000
1.0000
15.0001
18.5000
29.0000
32.5001

0.0000
34.4407
34.4410
34.4400
34.4382
34.4292
34.4123

0.00000
2.77712
2.94692
4.23031
4.57359
5.64601
6.01346

2.58085
5.01330
5.12465
5.89827
6.08844
6.64719
6.82799

0.00000
2.77712
2.94692
4.23030
4.57360
5.64601
6.01346

0.00000
0.00000
0.00000
-0.00002
0.00001
0.00001
-0.00001

Date, Slope Correction

CALIBRATION

AFTER


MODIFICATIONS


