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f = Instrument Output (kHz)

t = temperature (°C);    p = pressure (decibars);    δ = CTcor;    ε = CPcor;

Conductivity (S/m) = (g + h * f
2
+ i * f

3
 + j * f

4
) /10 (1 + δ * t + ε * p)

Residual (Siemens/meter) = instrument conductivity - bath conductivity

Sea-Bird Electronics, Inc.
13431 NE 20th Street, Bellevue, WA 98005-2010 USA

Phone: (+1) 425-643-9866 Fax (+1) 425-643-9954 Email: seabird@seabird.com

SENSOR SERIAL NUMBER: 4042
CALIBRATION DATE: 22-Jul-16

SBE 4 CONDUCTIVITY CALIBRATION DATA
PSS 1978: C(35,15,0) = 4.2914 Siemens/meter

COEFFICIENTS:
g =  -9.88276345e+000
h =   1.48840564e+000
i =  -2.19131512e-003
j =   2.49758193e-004

CPcor = -9.5700e-008 (nominal)
CTcor =  3.2500e-006 (nominal)

BATH TEMP
(° C)

BATH SAL
(PSU)

BATH COND
(S/m)

INSTRUMENT
OUTPUT (kHz)

INSTRUMENT
COND (S/m)

RESIDUAL
(S/m)

0.0000
-1.0000
1.0001
15.0001
18.5001
29.0001
32.5001

0.0000
34.7188
34.7195
34.7213
34.7218
34.7188
34.7095

0.00000
2.79745
2.96849
4.26120
4.60719
5.68815
6.05948

2.58025
5.05126
5.16405
5.94729
6.13986
6.70556
6.88903

0.00000
2.79745
2.96849
4.26120
4.60719
5.68817
6.05947

0.00000
-0.00000
0.00001
-0.00000
-0.00001
0.00001
-0.00001

Date, Slope Correction

POST CRUISE

CALIBRATION


